
138

40 CFR Ch. I (7–1–01 Edition)Pt. 60, App. A-2, Meth. 2H

16.1.3 Field test data. The field test report
should include the following data for the
Method 1 and wall effects traverse.

16.1.3.1 Data for each traverse point. The
field test report should include the values
specified in section 16.1.3.2 of Method 2F
(when using Method 2F) or 2G (when using
either Method 2 or 2G) for each Method 1 and
wall effects traverse point. The provisions of
section 8.4.2 of Method 2H apply to the tem-
perature measurements reported for wall ef-
fects traverse points. For each wall effects
and Method 1 traverse point, the following
values should also be included in the field
test report.

(a) Traverse point identification number
for each Method 1 and wall effects traverse
point.

(b) Probe type.
(c) Probe identification number.
(d) Probe velocity calibration coefficient

(i.e., Cp when Method 2 or 2G is used; F2 when
Method 2F is used).

For each Method 1 traverse point in an ex-
terior equal-area sector, the following addi-
tional value should be included.

(e) Calculated replacement velocity, v̂ej,
accounting for wall effects.

16.1.3.2 Data for each run. The values
specified in section 16.1.3.3 of Method 2F
(when using Method 2F) or 2G (when using
either Method 2 or 2G) should be included in
the field test report once for each run. The
provisions of section 12.8 of Method 2H apply
for calculating the reported gas volumetric
flow rate. In addition, the following Method
2H run values should also be included in the
field test report.

(a) Average velocity for run, accounting
for wall effects, v̂avg.

(b) Wall effects adjustment factor derived
from a test run, WAF.

16.1.3.3 Data for a complete set of runs.
The values specified in section 16.1.3.4 of
Method 2F (when using Method 2F) or 2G
(when using either Method 2 or 2G) should be
included in the field test report once for each
complete set of runs. In addition, the field
test report should include the wall effects
adjustment factor, W̄ĀF̄, that is applied in
accordance with section 12.7.1 or 12.7.2 to ob-
tain the final wall effects-adjusted average
stack gas velocity v̂final or v̂final(k).

16.1.4 Quality assurance and control.
Quality assurance and control procedures,
specifically tailored to wall effects testing,
should be described.

16.2 Reporting a Default Wall Effects Ad-
justment Factor. When a default wall effects
adjustment factor is used in accordance with
section 8.1 of this method, its value and a de-
scription of the stack or duct’s construction
material should be reported in lieu of sub-
mitting a test report.
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